CITY OF LAKELAND PERMIT NO.

ISSUED

DRIVEWAY & SIDEWALK PERMIT ?;P'RFS

STREET ADDRESS

APPLICANT /OWNER
Name
Address

Telephone No.

CONTRACTOR
Name
Address

Telephone No.

Submit three (3) copies of application package with original signatures to the Building Inspection Division,
Community Devel opment Department.

Applicant/Owner acknowledges and accepts all applicable conditions and provisions of this permit by
signing this application. Applicant agrees to indemnify, hold harmless, and defend the City of Lakeland
from any and all actions, causes of action, claims, suits, or judgements whatsoever, in conjunction with any
loss, costs or expenses, including attorney’s fees, resulting from injury or death of any person or persons,
and loss of or damage to property caused by, resulting from, or in any way associated with the proposed
work within the City right-of-way.

SIGNATURE DATE
Applicant

Note:
Applicant/Owner/Contractor shall provide proof of insurance as required by the City of Lakeland Office of
Risk Management.

All work shall be performed in accordance with the City of Lakeland Standards, Codes, and Regulations and
under the direction of the Public Works Department. Please contact Michael Whigham at 407 Fairway
Ave., Lakeland, Florida 33801, telephone number (863)603-6307.

When forms have been installed and prior to ordering concrete, call for an inspection.
When pouring and finishing is completed, formsremoved, and right-of-way restored to
original or better conditions, call for afinal inspection.

1
2.

ALLOW 24 HOURSFOR EACH INSPECTION TO BE ACCOMPLISHED.

Permit expires sixty (60) days from date of issuance
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REFERENCE:

FOR DRIVEWAYS AND SIDEWALKS SUBJECT TO VEMICULAR TRAFFIC SHALL BE 3000 PSi

SIDEWALK IN NON—TRAFFIC AREAS SHALL MAVE & MINIMLM THICKNESS OF 47
TRAFFIC SHALL HAVE A MINIMUM THICKNESS CF B~

~
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>

INTERSECTION CORNER.

SIDEWALKS AND DRIVEWAYS SHALL BE CONSTRUCTED OF CONCRETE MEETING OR' EXCEECING THE FLORIDA DEPARTMENT
COMORETE.  THE MINIMUM 28 DAY COMPRESSIVE STRENGTH FOR SIDEWALKS IN NON-TRAFFIC- AREAS SHALL

CRIVEWAYS AND SIDEWALKS CROSSING ALLEYS OR DRIVEWAYS AND SUBJECT TO WEHICULAR

TO THE EXTENT PRACTICAL, SLOPE OR GRADE OF BACK OF SIDEWALK AND DRIWEWAY PROFILE TO BE PARALLEL TO EDCGE OF STREET PAVEMENT PROFILE

HANDICAP RAMPS SHALL BE PROVIDEQ AT THE INTERSECTION OF ALL SIDEWALKS WiTH STREET CURE LINE; HOWEVER NO MORE THAN. ONE RAMP WILL BE REQUIRED AT ANY

OF TRAMSPCRTATION SPECIFICATIONS FOR. CLASS

B 2500 P3l. THE MIMIMUM 28 DAY COMPRESSIVE STRENGTH

CONSTRUCTION PROCLDURES

1. EXCAVATION
EXCAVATICM SHALL BE MADE TO. THE REQUIRED DEPTH, AND THE FOUNDATION MATERIAL

CN WHICH THE SIDEWALK OR DRIVEWAY IS TG BE SET SHALL BE COMPACTED TO A FiRM,
EVEN SURFACE, TRUE TO GRADE AND CROSS SECTION, AND SHALL BE MOIST AT THE TE
THE CONCRETE IS PLAGED.

2. FORMS
SIDEWALK AMD CRIVEWAY FORMS SHALL HAVE SUFFICIENT RIGIGITY TO HOLD THE
CONCRETE FIfMLY 1N PLACE, 'AND RETAIN PROPER GRADE AND ALIGNMENT.

3. PLACING AND FINISHING
THE CONCRETE SHALL 8E PLACED IN THE FORMS AND TAMPED AND SPADED TO PREVENT
HONEYCOME AND UNTIL THE TOP OF THE SIDEWALK OR DRIVEWAY CAN BE FLOATED SMOOTH

AND THE EDGES ROUNDED.

THE CONCRETE SHALL BE STRUCK OFF BY MEANS CF A WOOD OR METAL SCREED USED
PERPENDICULAR TO THE FORMS, IN ORDER TO CBTAIN THE REQUIRED GRACE AND REMOVE
SURPLUS WATER AND LAITANCE.

THE CONCRETE SHALL BE GIVEN A BROOM FINISH. SUIFACE VARIATIONS SHALL NQT 8E
MORE THAN 1/4 INCH UNDER & 10 FOOT STRAIGHT EBGE, MOR MORE THAN 1/8 INCH ON
A5 FOOT TRANSVERSE SECTION. THE EDGE OF SIDEWALK OR DRIVEWAY SHALL BE
CAREFULLY FINISHED WITH AN EDGING TOOL WITH 1/2 INCH RADIUS.

4 JOINTS

EXPANSION JOINTS SHALL BE PLACED AT INTERSZCTION WITH SIGEWALK AND CURB, AND
AT INTERSECTICN WITH SIDEWALK AND QTHER AXED OBUECTS. THE JOINTS SHALL BE

1/2 INCH WDE, USING A PREFORMED JOINT FILLER

CONTRACTION JOINTS SHALL BE PLACED AT INTERVALS OF 30 FEET OR LESS ANO MAY BE
OF THE OFEN TYPE OR SAWED. FOR OPEN JOINTS, AFTER THE SIDEWALK HAS BEEN
INISHED OVER THE JOINT, THE SLOT SHALL SE EDGED WITH A TOCL HAVING A 1/2

INCH RADIUS. SAWED JGINTS SHALL BE APPROXIMATELY 3/16 INCHES WIDE AND NOT LESS
THAN 1 1/2 INCHES DEEP; AMND SHALL BE CUT WITH A CONCRETE SAW WITHIN 24 HOURS
AFTER FINISHING:

DUMMY JOINTS SHALL SE PLACED AT INTERVALS OF 5 FEET ALONG SIDEWALK

5. CURING

THE COMGRETE :SHALL BE CONTINUOUSLY CURED FOR Al LEAST 72 HOURS,
WET BUBLAP METHOD, MEMERAME CURING COMPOUND METHOD, POLYETHYLEN
METHOD CR OTHER METHCD APAROVED BY THE CITY,

TILFZRG THE
E SHEETING

EXISTING CURBS THROUGH WHICH DRIVEWAY DPENINGS ARE REGUESTED SHALL
BE NEATLY CUT WiTH CONCRETE SAW (OR REMOVED AT A JCINT) aND THE
SECTION REMOVED,

NEW HEADER CURB WITH HEIGHT TRANSITION AS INDICATED SHALL BE POURED
INTEGRAL WITH DRIVEWAY, OR DROP CURE MAY BE POURED WITH AN EXPANSION
JOINT FORMED BETWEEN CURB AND DRIVEWAY.

CAUTION:

PROPERTY THROUGH THE DRIVEWAY, THE APPLICANT SHALL ASSURE THAT THE
ELEVATION OF THE DRIVEWAY AT THE RIGMT OF WAY UNE COINCIDES WITH CR
EXCEEDS THE ELEVATION OF THE TOR OF THE STANDARD FULL

FOR ADDITIONAL INFORMATION SEE F.O.OT. INDEX WO, 313

TO MINIMIZE THE FLOW OF WATER FRCM THE STREET CNTO ADUOINING

HEIGHT CURE.

CITY OF LAKELAND, FLORIDA
STANDARD DETAILS

SIDEWALKS AND DRIVEWAYS
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